LBP215x 7F Windows 3% 3E USB 3

Driver installation procedure for LBP215x in Wmdows (Via USB)
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** Please don’t plug the USB cable until the driver asked to do so**
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Driver download and Installation procedure

1.  F{ERE4ENE https://hk.canon/en/support/imageCLASS%20LBP215x/model » &k EIFS M ERENFZ =
Go to: https://hk.canon/en/support/imageCLASS%20LBP215x/model, download the printer driver

2. EHEL NEDLMESE

Choose and download below file:

- FTEIH&ERSENFZ L / Printer Driver

[Windows xxbit] Generic Plus UFR Il Printer Driver Vx.xx
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MSetup.exe | FH#AZLEE

Open the downloaded file, a same name new folder will be created. Go into new folder open
“Setup.exe” start installation”

(e s | Application Tools ~ GPlus_UFRII_Driver_V110_W64_00 - O X

Home Share View Manage a
= «J % cut P H% x @ 7 New item ~ ‘}] Open > [ selectall
= iz - Edit

Wl Copy path T | Easy access Select none
Pin to Quick Coy Paste Move  Co Delete Rename New Properties .
E— b d Paste shorteut e mp,y - i p, @ History DD Invert selection
Clipboard Organize New Open Select
<« v P « Users » CHK-CC > Downloads » GPlus_UFRII_Driver_V110_W64_00 v U Search GPlus_UFRII_Driver V11.. 0
~ Name Date modified Type Size
7 Quick access
i Desktop * Driver 2018/6/22 £4F 09:40  File folder
etc 2018/6/22 £ 09:40  File folder
& Downloads o
misc 2018/6/22 E4F 09:40  File folder
4D ts oA
& Documents Readme 2018/6/22 £%F 09:40  File folder
i Pictures * & Setup 2018/2/1 k4 1200  Application 4,694 KB
% iCloud 5 A & Setup 2018/2/1 £ 12:00 Configuration settings 1KB
% iCloud Drive
Chrome
RS
ScreenShot %
SMB

4

6 items 1 item selected 4.58 MB =
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4.  EEEEET (language) - ZR1&#% " Next
Select Language, press “Next”
R "

Welcome to the Setup Wizard for the Generic Plus UFR II Printer
Driver

This wizard will install the Generic Plus UFR II printer driver on your
computer.

Select a language to use for setup.

Language: English v

To continue with setup, click [Next].

5. 15EHE T Yes |

Choose “Yes”

License Agreement
Please read the following license agreement completely and

carefully. Click [Yes] to agree to the license agreement.

ICANON SOFTWARE LICENSE AGREEMENT ~

IMPORTANT

This is a legal agreement ("Agreement") between you and Canon Inc.
("Canon") and governing your use of Canon's software programs
including the related manuals or any printed material thereof (the
"SOFTWARE") for certain Canon's copying machines, printers and
multifunctional peripherals (the "Products").

READ CAREFULLY AND UNDERSTAND ALL OF THE RIGHTS AND
RESTRICTIONS DESCRIBED IN THIS AGREEMENT BEFORE v

Do you agree to the terms in license agreement?




6.  #E}E T USB Connection | - #% " Next |
Choose “USB Connection”, press “Next”

The Generic Plus UFR 1II printer driver will be installed on your computer. /
Select a setup method, and then click [Next].
>

Printer Setup
() Standard
Search for printers on the network and install.
Reactivate Printers in the Sleep Mode and Search

() Custom
Specify a port or an IP address manually to install drivers of
local or network printers.
You can also specify other settings, such as setting a printer as
a shared printer.

(®) USB Connection
Connect the printer with a USB cable and install.

Display Readme File < Back | Cancel

7. ¥ T Yes |
Press “Yes”

Installation cannot be canceled once started. Do you want to
! continue?

Yes No
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Wait for the installation progress

Installing...

The program features you selected are being installed.

Setup Wizard is installing the UFR II printer driver. Please wait...

Status:
Registering printer...
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Connect device with USB cable and switch on the printer

USB Connection

Follow the steps below to install the printer
driver:

Status:

1. Connect the USB cable to the computer.

2. Connect the USB cable to the printer.

3. If the printer power is off, turn on the printer.
The printer will be recognized automatically and
installation of printer drivers will start.

If the printer is not automatically recognized
even with the USB cable connected, disconnect
the cable from the printer after turning off the
printer, and then connect the cable again.

Skip



10.

B EUHIEN R R 2 T Exit | SERZEE
Click “Exit” to finish installation after device detected by computer.

Installation is complete.
Click [Exit] to quit the wizard.

[ ]Restart My Computer Now:

The scanner driver for this device, or the driver for
Canon USB devices, is not installed.

Refer to the instruction manual for the appropriate
device, and install the necessary driver separately.

-End-



